
i 


L i 






o 










<N 


CN 

T— ( 


CN 











J 



wo 2004/001439 



PCT/US2003/019363 



4/5 



PROVIDE A GENERIC SATPS 

RECEIVBR HAVING ALL 
POSSIBLE SATPS RECEIVER 
OUTPUTS. 
170 
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DETERMINE A PARTICULAR 
APPLICATION FOR THE GENERIC 
SATPS RECEIVER. 
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ENABLE/DISABLE SELECTED 
ONES OF THE SATPS RECEIVER 
OUTPUTS TO PROVIDE OUTPUTS 

UTILIZED BY A PARTICULAR 
SATPS RECEIVER APPLICATION. 
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PROVIDE GENERIC SATPS RECEIVERS 
WTTH A PLURAIvirY OF OUTPUTS TO BE 
UTILIZED BY A PLURALirY OF 
PARTICULAR SATPS RECEIVER 
APPUCATIONS. 
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DETERMINE WHICH ONES OF THE 
PLURALITY OF OUTPUTS ARE 
OPERABLE. 
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CLASSIFY THE GENERIC SATPS 
RECEIVERS INTO GROUPS BASED ON 
WHICH ONES OF THE PLURALITY OF 
OUTPUTS ARE OPERABLE. 
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FIG. 5 



